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ADDENDUM: PRECIOUS METALS



The successful Micro Tube Series 

has been extended with a luxurious 

Precious Metal Series in anodized 

aluminum, featuring the colors 

champagne, bronze and gun metal. 

The interchangeable LED module 

with different beam angles provides 

high flexibility and allows customi-

zation. The renewed design with 

eye-catching magnetic system, 

combined with a variety of different 

installation options makes this series 

popular with interior professionals.
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MINI CRATER ANODISED

NALA I4

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR

FINISH

ADJUSTABLE

CUT-OUT

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

460 lm

5 W

500 mA 10 Vdc max.

2.700 / 3.000 K

>90

30°

anodised gun metal
anodised bronze
anodised champagne

n/a

Ø 45 mm

driver not included

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

Ø 35 mm

driver not included

REF

REF

A6185GM/927
A6185BR/927
A6185CH/927
A6185GM/930
A6185BR/930
A6185CH/930

NA1GM/I4/927/**
NA1BR/I4/927/**
NA1CH/I4/927/**
NA1GM/I4/930/**
NA1BR/I4/930/**
NA1CH/I4/930/**

Mini Crater Gun Metal 927
Mini Crater Bronze 927
Mini Crater Champagne 927
Mini Crater Gun Metal 930
Mini Crater Bronze 930
Mini Crater Champagne 930

Nala I4 Gun Metal 927 **
Nala I4 Bronze 927 **
Nala I4 Champage 927 **
Nala I4 Gun Metal 930 **
Nala I4 Bronze 930 **
Nala I4 Champage 930 **

EG-FPC

EG-FPC

ceiling

ceiling

cut out 
45

mm 

cut out
35

mm

indoor

indoor

class 3

class 3

IP rating

IP20

IP rating

IP20

LED

LED

F

F

NALA I6

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

Ø 45 mm

driver not included

REF NA1GM/I6/927/**
NA1BR/I6/927/**
NA1CH/I6/927/**
NA1GM/I6/930/**
NA1BR/I6/930/**
NA1CH/I6/930/**

Nala I6 Gun Metal 927 **
Nala I6 Bronze 927 **
Nala I6 Champage 927 **
Nala I6 Gun Metal 930 **
Nala I6 Bronze 930 **
Nala I6 Champage 930 **

EG-FPC ceilingcut out 
45

mm 

indoor

class 3 IP rating

IP20 LED F
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NALA O4

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

driver not included

REF NA1GM/O4/927/**
NA1BR/O4/927/**
NA1CH/O4/927/**
NA1GM/O4/930/**
NA1BR/O4/930/**
NA1CH/O4/930/**

Nala O4 Gun Metal 927 **
Nala O4 Bronze 927 **
Nala O4 Champage 927 **
Nala O4 Gun Metal 930 **
Nala O4 Bronze 930 **
Nala O4 Champage 930 **

EG-FPC ceiling indoor class 3

IP rating

IP20 LED F
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NALA IM4

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc.

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

40° x 360°

Ø 35 mm

driver not included

REF NM1GM/IM4/927/**
NM1BR/IM4/927/**
NM1CH/IM4/927/**
NM1GM/IM4/930/**
NM1BR/IM4/930/**
NM1CH/IM4/930/**

Nala IM4 Gun Metal 927 **
Nala IM4 Bronze 927 **
Nala IM4 Champage 927 **
Nala IM4 Gun Metal 930 **
Nala IM4 Bronze 930 **
Nala IM4 Champage 930 **

EG-FPC ceilingcut out
35

mm

indoor

class 3 IP rating

IP20 LED F

NALA IM6

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

40° x 360°

Ø 45 mm

driver not included

REF NM1GM/IM6/927/**
NM1BR/IM6/927/**
NM1CH/IM6/927/**
NM1GM/IM6/930/**
NM1BR/IM6/930/**
NM1CH/IM6/930/**

Nala IM6 Gun Metal 927 **
Nala IM6 Bronze 927 **
Nala IM6 Champage 927 **
Nala IM6 Gun Metal 930 **
Nala IM6 Bronze 930 **
Nala IM6 Champage 930 **

EG-FPC ceilingcut out 
45

mm 

indoor

class 3 IP rating

IP20 LED F

NALA IM9

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

40° x 360°

Ø 80 mm

driver not included

REF NM1GM/IM9/927/**
NM1BR/IM9/927/**
NM1CH/IM9/927/**
NM1GM/IM9/930/**
NM1BR/IM9/930/**
NM1CH/IM9/930/**

Nala IM9 Gun Metal 927 **
Nala IM9 Bronze 927 **
Nala IM9 Champage 927 **
Nala IM9 Gun Metal 930 **
Nala IM9 Bronze 930 **
Nala IM9 Champage 930 **

EG-FPC ceilingcut out
80

mm

indoor

class 3 IP rating

IP20 LED F
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NALA ON S NALA ON L

NALA ON M

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

n/a

driver not included

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

n/a

driver not included

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

n/a

driver not included

REF REF

REF

NO1GM/927/**
NO1BR/927/**
NO1CH/927/**
NO1GM/930/**
NO1BR/930/**
NO1CH/930/**

NO3GM/927/**
NO3BR/927/**
NO3CH/927/**
NO3GM/930/**
NO3BR/930/**
NO3CH/930/**

NO2GM/927/**
NO2BR/927/**
NO2CH/927/**
NO2GM/930/**
NO2BR/930/**
NO2CH/930/**

Nala ON S Gun Metal 927 **
Nala ON S Bronze 927 **
Nala ON S Champage 927 **
Nala ON S Gun Metal 930 **
Nala ON S Bronze 930 **
Nala ON S Champage 930 **

Nala ON L Gun Metal 927 **
Nala ON L Bronze 927 **
Nala ON L Champage 927 **
Nala ON L Gun Metal 930 **
Nala ON L Bronze 930 **
Nala ON L Champage 930 **

Nala ON M Gun Metal 927 **
Nala ON M Bronze 927 **
Nala ON M Champage 927 **
Nala ON M Gun Metal 930 **
Nala ON M Bronze 930 **
Nala ON M Champage 930 **

EG-FPC EG-FPC

EG-FPC

ceiling ceiling

ceiling

indoor indoor

indoor

class 3 class 3

class 3

IP rating

IP20
IP rating

IP20

IP rating

IP20

LED LED

LED
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NALA S I4 SUSP

NALA M I4 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 35 mm

driver not included
black fabric power cable / length 1,6 m

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 35 mm

driver not included
black fabric power cable / length 1,6 m

REF

REF

NS1GM/I4/927/**
NS1BR/I4/927/**
NS1CH/I4/927/**
NS1GM/I4/930/**
NS1BR/I4/930/**
NS1CH/I4/930/**

NS2GM/I4/927/**
NS2BR/I4/927/**
NS2CHM/I4/927/**
NS2GM/I4/930/**
NS2BR/I4/930/**
NS2CH/I4/930/**

Nala SUSP I4 Gun Metal 927 **
Nala SUSP I4 Bronze 927 **
Nala SUSP I4 Champage 927 **
Nala SUSP I4 Gun Metal 930 **
Nala SUSP I4 Bronze 930 **
Nala SUSP I4 Champage 930 **

Nala SUSP I4 M Gun Metal 927 **
Nala SUSP I4 M Bronze 927 **
Nala SUSP I4 M Champage 927 **
Nala SUSP I4 M Gun Metal 930 **
Nala SUSP I4 M Bronze 930 **
Nala SUSP I4 M Champage 930 **
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EG-FPC

EG-FPC

ceiling

ceiling

cut out
35

mm

cut out
35

mm

indoor

indoor

class 3

class 3

IP rating

IP20

IP rating

IP20

LED

LED

F

F

NALA L I4 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 35 mm

driver not included
black fabric power cable / length 1,6 m

REF NS3GM/I4/927/**
NS3BR/I4/927/**
NS3CH/I4/927/**
NS3GM/I4/930/**
NS3BR/I4/930/**
NS3CH/I4/930/**

Nala SUSP I4 L Gun Metal 927 **
Nala SUSP I4 L Bronze 927 **
Nala SUSP I4 L Champage 927 **
Nala SUSP I4 L Gun Metal 930 **
Nala SUSP I4 L Bronze 930 **
Nala SUSP I4 L Champage 930 **

EG-FPC ceilingcut out
35

mm

indoor

class 3 IP rating

IP20 LED F
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NALA S I6 SUSP

NALA M I6 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 45 mm

driver not included
black fabric power cable / length 1,6 m

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 45 mm

driver not included
black fabric power cable / length 1,6 m

REF

REF

NS1GM/I6/927/**
NS1BR/I6/927/**
NS1CH/I6/927/**
NS1GM/I6/930/**
NS1BRM/I6/930/**
NS1CH/I6/930/**

NS2GM/I6/927/**
NS2BR/I6/927/**
NS2CH/I6/927/**
NS2GM/I6/930/**
NS2BR/I6/930/**
NS2CH/I6/930/**

Nala SUSP I6 Gun Metal 927 **
Nala SUSP I6 Bronze 927 **
Nala SUSP I6 Champage 927 **
Nala SUSP I6 Gun Metal 930 **
Nala SUSP I6 Bronze 930 **
Nala SUSP I6 Champage 930 **

Nala SUSP I6 M Gun Metal 927 **
Nala SUSP I6 M Bronze 927 **
Nala SUSP I6 M Champage 927 **
Nala SUSP I6 M Gun Metal 930 **
Nala SUSP I6 M Bronze 930 **
Nala SUSP I6 M Champage 930 **
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EG-FPC

EG-FPC

ceiling

ceiling

cut out 
45

mm 

cut out 
45

mm 

indoor

indoor

class 3

class 3

IP rating

IP20

IP rating

IP20

LED

LED

F

F

NALA L I6 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

Ø 45 mm

driver not included
black fabric power cable / length 1,6 m

REF NS3GM/I6/927/**
NS3BR/I6/927/**
NS3CH/I6/927/**
NS3GM/I6/930/**
NS3BR/I6/930/**
NS3CH/I6/930/**

Nala SUSP I6 L Gun Metal 927 **
Nala SUSP I6 L Bronze 927 **
Nala SUSP I6 L Champage 927 **
Nala SUSP I6 L Gun Metal 930 **
Nala SUSP I6 L Bronze 930 **
Nala SUSP I6 L Champage 930 **

EG-FPC ceilingcut out 
45

mm 

indoor

class 3 IP rating

IP20 LED F

CH
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CH

GMBR

CH
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NALA S O4 SUSP

NALA M O4 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

n/a

driver not included
black fabric power cable / length 1,6 m

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

n/a

driver not included
black fabric power cable / length 1,6 m

REF

REF

NS1GM/O4/927/**
NS1BR/O4/927/**
NS1CH/O4/927/**
NS1GM/O4/930/**
NS1BR/O4/930/**
NS1CH/O4/930/**

NS2GM/O4/927/**
NS2BR/O4/927/**
NS2CH/O4/927/**
NS2GM/O4/930/**
NS2BR/O4/930/**
NS2CH/O4/930/**

Nala SUSP O4 S Gun Metal 927 **
Nala SUSP O4 S Bronze 927 **
Nala SUSP O4 S Champage 927 **
Nala SUSP O4 S Gun Metal 930 **
Nala SUSP O4 S Bronze 930 **
Nala SUSP O4 S Champage 930 **

Nala SUSP O4 M Gun Metal 927 **
Nala SUSP O4 M Bronze 927 **
Nala SUSP O4 M Champage 927 **
Nala SUSP O4 M Gun Metal 930 **
Nala SUSP O4 M Bronze 930 **
Nala SUSP O4 M Champage 930 **
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EG-FPC EG-FPCceiling ceilingindoor indoorclass 3 class 3

IP rating

IP20
IP rating

IP20LED LEDF F

NALA L O4 SUSP

LED 

LED LM OUTPUT

POWER CONS.

DRIVE CURRENT

COLOR TEMP.

CRI

REFLECTOR **

FINISH

ADJUSTABLE

CUT-OUT

REMARK

COB LED

710 lm

8,7 W

700 mA 12,5 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

anodised gun metal
anodised bronze
anodised champagne

height adjustable

n/a

driver not included
black fabric power cable / length 1,6 m

REF NS3GM/O4/927/**
NS3BR/O4/927/**
NS3CH/O4/927/**
NS3GM/O4/930/**
NS3BR/O4/930/**
NS3CH/O4/930/**

Nala SUSP O4 L Gun Metal 927 **
Nala SUSP O4 L Bronze 927 **
Nala SUSP O4 L Champage 927 **
Nala SUSP O4 L Gun Metal 930 **
Nala SUSP O4 L Bronze 930 **
Nala SUSP O4 L Champage 930 **

EG-FPC ceiling indoor class 3

IP rating

IP20 LED F

CH
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CH

GMBR

CH

GMBR



NALA AT NALA AT SUSP M NALA AT SUSP S NALA 2 AT NALA AT SUSP L

A-TRACK-TIF
A-TRACK-TIF is a magnetic track system with digital and analog dimming options.
Available in a High track and High trimless track version, it is possible to have different
combinations of spot, linear or pendant lighting. Future proof with 48 Vdc power supply.
Line dimming is possible with analog 1-10 V dimming, seperate fixture is possible with Dali.
Each fixture has its own Dali driver.

NALA AT NALA 2 AT

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR **

DIMMING ***

FINISH

ADJUSTABLE

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR **

DIMMING ***

FINISH

ADJUSTABLE

COB LED

710 lm

9,8 W

48 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

1-10 V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

2x COB LED

2x 710 lm

19,5 W

48 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

1-10 V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

REF REFATN1GM/927/**/***
ATN1BR/927/**/***
ATN1CH/927/**/***
ATN1GM/930/**/***
ATN1BR/930/**/***
ATN1CH/930/**/***

reference builder

ATN2GM/927/**/***
ATN2BR/927/**/***
ATN2CH/927/**/***
ATN2GM/930/**/***
ATN2BR/930/**/***
ATN2CH/930/**/***

reference builder

Nala AT Gun Metal 927 / ** / ***
Nala AT Bronze 927 / ** / ***
Nala AT Champagne 927 / ** / ***
Nala AT Gun Metal 930 / ** / ***
Nala AT Bronze 930 / ** / ***
Nala AT Champagne 930 / ** / ***

ATN1GM/927/24/A

Nala 2 AT Gun Metal 927 / ** / ***
Nala 2 AT Bronze 927 / ** / ***
Nala 2 AT Champagne 927 / ** / ***
Nala 2 AT Gun Metal 930 / ** / ***
Nala 2 AT Bronze 930 / ** / ***
Nala 2 AT Champagne 930 / ** / ***

ATN2GM/927/24/A

A
-T

R
A

C
K

-T
IF

21

A
-T

R
A

C
K

-T
IF

20

EG-FPC EG-FPCceiling/wall ceiling/wallindoor indoorclass 3 class 3

IP rating

IP20
IP rating

IP20LED LEDF F

CH

GMBR

CH

GMBR



NALA AT SUSP S NALA AT SUSP L

NALA AT SUSP M

LED 
LED LM OUTPUT
POWER CONS.
DRIVE VOLTAGE
COLOR TEMP.
CRI
REFLECTOR **
DIMMING ***
FINISH

ADJUSTABLE
REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR **

DIMMING ***

FINISH

ADJUSTABLE

REMARK

LED 
LED LM OUTPUT
POWER CONS.
DRIVE VOLTAGE
COLOR TEMP.
CRI
REFLECTOR **
DIMMING ***
FINISH

ADJUSTABLE
REMARK

COB LED
710 lm
8,7 W
48 Vdc
2.700 / 3.000 K
>90
16° / 36° / 50°
1-10 V (A) / Dali (D)
anodised gun metal
anodised bronze
anodised champagne
height adjustable
black fabric power cable
please specify length in your order

COB LED

710 lm

8,7 W

48 Vdc

2.700 / 3.000 K

>90

16° / 36° / 50°

1-10 V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

height adjustable

black fabric power cable
please specify length in your order

COB LED
710 lm
8,7 W
48 Vdc
2.700 / 3.000 K
>90
16° / 36° / 50°
1-10 V (A) / Dali (D)
anodised gun metal
anodised bronze
anodised champagne
height adjustable
black fabric power cable
please specify length in your order

REF REF

REF

ATNS1GM/927/**/***
ATNS1BR/927/**/***
ATNS1CH/927/**/*** 
ATNS1GM/930/**/***
ATNS1BR/930/**/***
ATNS1CH/930/**/***

reference builder

ATNS3GM/927/**/***
ATNS3BR/927/**/***
ATNS3CH/927/**/*** 
ATNS3GM/930/**/***
ATNS3BR/930/**/***
ATNS3CH/930/**/***

reference builder

ATNS2GM/927/**/***
ATNS2BR/927/**/***
ATNS2CH/927/**/*** 
ATNS2GM/930/**/***
ATNS2BR/930/**/***
ATNS2CH/930/**/***

reference builder

Nala AT SUSP S Gun Metal 927 / ** / ***
Nala AT SUSP S Bronze 927 / ** / ***
Nala AT SUSP S Champagne 927 / ** / *** 
Nala AT SUSP S Gun Metal 930 / ** / ***
Nala AT SUSP S Bronze 930 / ** / ***
Nala AT SUSP S Champagne 9307 / ** / ***

ATNS1GM/927/24/A

Nala AT SUSP L Gun Metal 927 / ** / ***
Nala AT SUSP L Bronze 927 / ** / ***
Nala AT SUSP L Champagne 927 / ** / *** 
Nala AT SUSP L Gun Metal 930 / ** / ***
Nala AT SUSP L Bronze 930 / ** / ***
Nala AT SUSP L Champagne 9307 / ** / ***

ATNS3GM/927/24/A

Nala AT SUSP M Gun Metal 927 / ** / ***
Nala AT SUSP M Bronze 927 / ** / ***
Nala AT SUSP M Champagne 927 / ** / *** 
Nala AT SUSP M Gun Metal 930 / ** / ***
Nala AT SUSP M Bronze 930 / ** / ***
Nala AT SUSP M Champagne 9307 / ** / ***

ATNS2GM/927/24/A
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EG-FPC

EG-FPC

EG-FPC

ceiling

ceiling

ceiling

indoor

indoor

indoor

class 3

class 3

class 3

IP rating

IP20

IP rating

IP20

IP rating

IP20

LED
LED

LED

F
F

F

CH

GMBR

CH

GMBR

CH

GMBR



POWERLINE ANO POWERLINE ANO 
CEILING

 
CEILING

CRI

+80

+80

+80

DIM

DIMCCT

2.700 K / 827

3.000 K  / 830

4.000 K / 840

POWER  CONS (W)

POWER  CONS (W)HEIGTH

75

75

75

LUMEN OUTPUT (lm)

LUMEN OUTPUT (lm)WIDTH

38

38

38

LENGTH (mm)

LENGTH (mm)

REFERENCE

REFERENCE

REMARK: DALI version = PUSH DIM compatible
	

REFERENCE BUILDER:  PL _ _ /580/_ _ _ /ND/O

GM     anodised gun metal

BR     anodised bronze

CH     anodised champagne

PROFILE COLORS

GM 830

Powerline ON ceiling 580 mm

PL _ /580/_ _ _ /ND/O

PL _ /580/_ _ _ /A/O

PL _ /580/_ _ _ /D/O

Powerline ON ceiling 860 mm

PL _ /860/_ _ _ /ND/O

PL _ /860/_ _ _ /A/O

PL _ /860/_ _ _ /D/O

Powerline ON ceiling 1.140 mm

PL _ /1140/_ _ _ /ND/O

PL _ /1140/_ _ _ /A/O

PL _ /1140/_ _ _ /D/O

Powerline ON ceiling 1.420 mm

PL _ /1420/_ _ _ /ND/O

PL _ /1420/_ _ _ /A/O

PL _ /1420/_ _ _ /D/O

Powerline ON ceiling 1.700 mm

PL _ /1700/_ _ _ /ND/O

PL _ /1700/_ _ _ /A/O

PL _ /1700/_ _ _ /D/O

Powerline ON ceiling 1.980 mm

PL _ /1980/_ _ _ /ND/O

PL _ /1980/_ _ _ /A/O

PL _ /1980/_ _ _ /D/O

Powerline ON ceiling 2.260 mm

PL _ /2260/_ _ _ /ND/O

PL _ /2260/_ _ _ /A/O

PL _ /2260/_ _ _ /D/O

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

13

13

13

19,5

19,5

19,5

26

26

26

32,5

32,5

32,5

39

39

39

45,5

45,5

45,5

52

52

52

1.575

1.575

1.575

2.362

2.362

2.362

3.150

3.150

3.150

3.920

3.920

3.920

4.725

4.725

4.725

5.500

5.500

5.500

6.300

6.300

6.300

580

580

580

860

860

860

1.140

1.140

1.140

1.420

1.420

1.420

1.700

1.700

1.700

1.980

1.980

1.980

2.260

2.260

2.260

Powerline ON ceiling 2.540 mm

PL _ /2540/_ _ _ /ND/O

PL _ /2540/_ _ _ /A/O

PL _ /2540/_ _ _ /D/O

Powerline ON ceiling 2.820 mm

PL _ /2820/_ _ _ /ND/O

PL _ /2820/_ _ _ /A/O

PL _ /2820/_ _ _ /D/O

Powerline ON ceiling 3.100 mm

PL _ /3100/_ _ _ /ND/O

PL _ /3100/_ _ _ /A/O

PL _ /3100/_ _ _ /D/O

Powerline ON ceiling 3.380 mm

PL _ /3380/_ _ _ /ND/O

PL _ /3380/_ _ _ /A/O

PL _ /3380/_ _ _ /D/O

Powerline ON ceiling 3.660 mm

PL _ /3660/_ _ _ /ND/O

PL _ /3660/_ _ _ /A/O

PL _ /3660/_ _ _ /D/O

Powerline ON ceiling 3.940 mm

PL _ /3940/_ _ _ /ND/O

PL _ /3940/_ _ _ /A/O

PL _ /3940/_ _ _ /D/O

Powerline ON ceiling 4.220 mm

PL _ /4220/_ _ _ /ND/O

PL _ /4220/_ _ _ /A/O

PL _ /4220/_ _ _ /D/O

Powerline ON ceiling 4.500 mm

PL _ /4500/_ _ _ /ND/O

PL _ /4500/_ _ _ /A/O

PL _ /4500/_ _ _ /D/O

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

58,5

58,5

58,5

65

65

65

71,5

71,5

71,5

78

78

78

83,5

83,5

83,5

91

91

91

97,5

97,5

97,5

104

104

104

7.080

7.080

7.080

7.860

7.860

7.860

8.660

8.660

8.660

9.450

9.450

9.450

10.240

10.240

10.240

11025

11025

11025

11.812

11.812

11.812

12.600

12.600

12.600

2.540

2.540

2.540

2.820

2.820

2.820

3.100

3.100

3.100

3.380

3.380

3.380

3.660

3.660

3.660

3.940

3.940

3.940

4.220

4.220

4.220

4.500

4.500

4.500
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CRI

+80

+80

+80

DIM

DIMCCT

2.700 K / 827

3.000 K  / 830

4.000 K / 840

POWER  CONS (W)

POWER  CONS (W)HEIGTH

75

75

75

LUMEN OUTPUT (lm)

LUMEN OUTPUT (lm)WIDTH

38

38

38

LENGTH (mm)

LENGTH (mm)

REFERENCE

REFERENCE

REMARK: DALI version = PUSH DIM compatible
	

REFERENCE BUILDER:  PL _ _ /580/_ _ _ /ND/S

GM     anodised gun metal

BR     anodised bronze

CH     anodised champagne

PROFILE COLORS

Powerline suspended 580 mm

PL _ /580/_ _ _ /ND/S

PL _ /580/_ _ _ /A/S

PL _ /580/_ _ _ /D/S

Powerline suspended 860 mm

PL _ /860/_ _ _ /ND/S

PL _ /860/_ _ _ /A/S

PL _ /860/_ _ _ /D/S

Powerline suspended 1.140 mm

PL _ /1140/_ _ _ /ND/S

PL _ /1140/_ _ _ /A/S

PL _ /1140/_ _ _ /D/S

Powerline suspended 1.420 mm

PL _ /1420/_ _ _ /ND/S

PL _ /1420/_ _ _ /A/S

PL _ /1420/_ _ _ /D/S

Powerline suspended 1.700 mm

PL _ /1700/_ _ _ /ND/S

PL _ /1700/_ _ _ /A/S

PL _ /1700/_ _ _ /D/S

Powerline suspended 1.980 mm

PL _ /1980/_ _ _ /ND/S

PL _ /1980/_ _ _ /A/S

PL _ /1980/_ _ _ /D/S

Powerline suspended 2.260 mm

PL _ /2260/_ _ _ /ND/S

PL _ /2260/_ _ _ /A/S

PL _ /2260/_ _ _ /D/S

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

13

13

13

19,5

19,5

19,5

26

26

26

32,5

32,5

32,5

39

39

39

45,5

45,5

45,5

52

52

52

1.575

1.575

1.575

2.362

2.362

2.362

3.150

3.150

3.150

3.920

3.920

3.920

4.725

4.725

4.725

5.500

5.500

5.500

6.300

6.300

6.300

580

580

580

860

860

860

1.140

1.140

1.140

1.420

1.420

1.420

1.700

1.700

1.700

1.980

1.980

1.980

2.260

2.260

2.260

Powerline suspended 2.540 mm

PL _ /2540/_ _ _ /ND/S

PL _ /2540/_ _ _ /A/S

PL _ /2540/_ _ _ /D/S

Powerline suspended 2.820 mm

PL _ /2820/_ _ _ /ND/S

PL _ /2820/_ _ _ /A/S

PL _ /2820/_ _ _ /D/S

Powerline suspended 3.100 mm

PL _ /3100/_ _ _ /ND/S

PL _ /3100/_ _ _ /A/S

PL _ /3100/_ _ _ /D/S

Powerline suspended 3.380 mm

PL _ /3380/_ _ _ /ND/S

PL _ /3380/_ _ _ /A/S

PL _ /3380/_ _ _ /D/S

Powerline suspended 3.660 mm

PL _ /3660/_ _ _ /ND/S

PL _ /3660/_ _ _ /A/S

PL _ /3660/_ _ _ /D/S

Powerline suspended 3.940 mm

PL _ /3940/_ _ _ /ND/S

PL _ /3940/_ _ _ /A/S

PL _ /3940/_ _ _ /D/S

Powerline suspended 4.220 mm

PL _ /4220/_ _ _ /ND/S

PL _ /4220/_ _ _ /A/S

PL _ /4220/_ _ _ /D/S

Powerline suspended 4.500 mm

PL _ /4500/_ _ _ /ND/S

PL _ /4500/_ _ _ /A/S

PL _ /4500/_ _ _ /D/S

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

-

1-10 V

DALI

58,5

58,5

58,5

65

65

65

71,5

71,5

71,5

78

78

78

83,5

83,5

83,5

91

91

91

97,5

97,5

97,5

104

104

104

7.080

7.080

7.080

7.860

7.860

7.860

8.660

8.660

8.660

9.450

9.450

9.450

10.240

10.240

10.240

11025

11025

11025

11.812

11.812

11.812

12.600

12.600

12.600

2.540

2.540

2.540

2.820

2.820

2.820

3.100

3.100

3.100

3.380

3.380

3.380

3.660

3.660

3.660

3.940

3.940

3.940

4.220

4.220

4.220

4.500

4.500

4.500
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26 POWERLINE ANO POWERLINE ANO 
SUSPENSION

 
SUSPENSION

GM 830



NALA SINGLE INCL. 180 MM PROFILE DOT LINE R4 ANO INCL. 180 MM PROFILE

DOT LINE R7 ANO INCL. 300 MM PROFILENALA DOUBLE INCL. 280 MM PROFILE

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR **

DIMMING ***

FINISH

ADJUSTABLE

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR

DIMMING **

FINISH

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR

DIMMING **

FINISH

REMARK

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR **

DIMMING ***

FINISH

ADJUSTABLE

COB LED

710 lm

9,8 W

230 Vac

2.700 / 3.000 K

>90

16° / 36° / 50°

Phase dim (PD) / 1-10V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

COB LED

940 lm

6 W

230 Vac

3.000 K

>90

36°

Phase dim (PD) / 1-10V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

color combinations possible

COB LED

1.650 lm

10 W

230 Vac

3.000 K

>90

36°

Phase dim (PD) / 1-10V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

color combinations possible

COB LED

2x 710 lm

2x 9,8 W

230 Vac

2.700 / 3.000 K

>90

16° / 36° / 50°

Phase dim (PD) / 1-10V (A) / Dali (D)

anodised gun metal
anodised bronze
anodised champagne

90° x 355°

REF REF

REFREF

PLGM/NA/927/**/***
PLBR/NA/927/**/***
PLCH/NA/927/**/***
PLGM/NA/930/**/***
PLBR/NA/930/**/***
PLCH/NA/930/**/***

reference builder

PLGM/DL4/930/**
PLBR/DL4/930/**
PLCH/DL4/930/**

reference builder

PLGM/DL7/930/**
PLBR/DL7/930/**
PLCH/DL7/930/**

reference builder

PLGM/NA2/927/**/***
PLBR/NA2/927/**/***
PLCH/NA2/927/**/***
PLGM/NA2/930/**/***
PLBR/NA2/930/**/***
PLCH/NA2/930/**/***

reference builder

Nala Single 927 Gun Metal
Nala Single 927 Bronze
Nala Single 927 Champagne
Nala Single 930 Gun Metal
Nala Single 930 Bronze
Nala Single 930 Champagne

PLGM/NA/927/24/A

Dot Line R4 930 Gun Metal
Dot Line R4 930 Bronze
Dot Line R4 930 Champagne

PLGM/DL4/930/A

Dot Line R7 930 Gun Metal
Dot Line R7 930 Bronze
Dot Line R7 930 Champagne

PLGM/DL7/930/A

Nala Double 927 Gun Metal
Nala Double 927 Bronze
Nala Double 927 Champagne
Nala Double 930 Gun Metal
Nala Double 930 Bronze
Nala Double 930 Champagne

PLGM/NA2/927/24/A
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EG-FPC EG-FPC

EG-FPC EG-FPC

ceiling ceiling

ceiling ceiling

indoor indoor

indoor indoor

class 3 class 3

class 3 class 3

IP rating

IP20
IP rating

IP20

IP rating

IP20
IP rating

IP20

LED LED

LED LED

F F

F F



NALA SUSP S INCL. 180 MM PROFILE NALA SUSP L INCL. 180 MM PROFILE

NALA SUSP M INCL. 180 MM PROFILE

POWERLINE OPTIONS

LED 
LED LM OUTPUT
POWER CONS.
DRIVE VOLTAGE
COLOR TEMP.
CRI
REFLECTOR **
DIMMING ***
FINISH

ADJUSTABLE
REMARK

LED 
LED LM OUTPUT
POWER CONS.
DRIVE VOLTAGE
COLOR TEMP.
CRI
REFLECTOR **
DIMMING ***
FINISH

ADJUSTABLE
REMARK

LED 
LED LM OUTPUT
POWER CONS.
DRIVE VOLTAGE
COLOR TEMP.
CRI
REFLECTOR **
DIMMING ***
FINISH

ADJUSTABLE
REMARK

COB LED
710 lm
9,8 W
230 Vac
2.700 / 3.000 K
>90
16° / 36° / 50°
Phase dim (PD) / 1-10V (A) / Dali (D)
anodised gun metal
anodised bronze
anodised champagne
height adjustable
black fabric power cable / length 1,6 m

COB LED
710 lm
9,8 W
230 Vac
2.700 / 3.000 K
>90
16° / 36° / 50°
Phase dim (PD) / 1-10V (A) / Dali (D)
anodised gun metal
anodised bronze
anodised champagne
height adjustable
black fabric power cable / length 1,6 m

COB LED
710 lm
9,8 W
230 Vac
2.700 / 3.000 K
>90
16° / 36° / 50°
Phase dim (PD) / 1-10V (A) / Dali (D)
anodised gun metal
anodised bronze
anodised champagne
height adjustable
black fabric power cable / length 1,6 m

REF REF

REF

PLGM/NS1/927/**/***
PLBR/NS1/927/**/***
PLCH/NS1/927/**/***
PLGM/NS1/930/**/***
PLBR/NS1/930/**/***
PLCH/NS1/930/**/***

reference builder

PLGM/NS3/927/**/***
PLBR/NS32/927/**/***
PLCH/NS3/927/**/***
PLGM/NS3/930/**/***
PLBR/NS32/930/**/***
PLCH/NS3/930/**/***

reference builder

PLGM/NS2/927/**/***
PLBR/NS2/927/**/***
PLCH/NS2/927/**/***
PLGM/NS2/930/**/***
PLBR/NS2/930/**/***
PLCH/NS2/930/**/***

reference builder

Nala Susp S 927 Gun Metal
Nala Susp S 927 Bronze
Nala Susp S 927 Champagne
Nala Susp S 930 Gun Metal
Nala Susp S 930 Bronze
Nala Susp S 930 Champagne

PLGM/NS1/927/24/A

Nala Susp L 927 Gun Metal
Nala Susp L 927 Bronze
Nala Susp L 927 Champagne
Nala Susp L 930 Gun Metal
Nala Susp L 930 Bronze
Nala Susp L 930 Champagne

PLGM/NS3/927/24/A

Nala Susp M 927 Gun Metal
Nala Susp M 927 Bronze
Nala Susp M 927 Champagne
Nala Susp M 930 Gun Metal
Nala Susp M 930 Bronze
Nala Susp M 930 Champagne

PLGM/NS2/927/24/A
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EG-FPC EG-FPC

EG-FPC

ceiling ceiling

ceiling

indoor indoor

indoor

class 3 class 3

class 3

IP rating

IP20
IP rating

IP20

IP rating

IP20

LED LED

LED

F F

F

DESCRIPTION REFERENCE REMARKSPROFILE COMPONENTS

Profile with PC cover / max. length 4,5 m

anodised gun metal /m

anodised bronze /m

anodised champagne /m

Black transparant diffusor / max. length 4,5 m

black diffusor /m

Profile with ALU anodised cover / max. length 4,5 m

anodised gun metal /m

anodised bronze /m

anodised champagne /m

End Cap ( 1 pc. )

End Cap gun metal

End Cap bronze

End Cap champagne

PLGM/001

PLBR/001

PLCH001

PL/BTC

PLGM/002

PLBR/002

PLCH/002

PLGM/EC

PLBR/EC

PLCH/EC

other anodised colors available on request

other anodised colors available on request
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ECLIPSE

LED 

LED LM OUTPUT

POWER CONS.

DRIVE VOLTAGE

COLOR TEMP.

CRI

REFLECTOR

DIMMING

FINISH

SMD

1.530 lm

8,5 W

230 Vac

3.000 K

>80

backlight

non dim
concrete

REF A5010/830 Eclipse 830
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